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Description

8" (20 cm.) diameter, brass frame, without joint and with a stainless steel cloth.

Particulars Catalog No.
Test Sieves, ASTM No. 4 , Width of Aperture 4.75 mm JA90230
Test Sieves, ASTM No. 5, Width of Aperture 4.00 mm JA90231
Test Sieves, ASTM No. 6, Width of Aperture 3.35 mm JA90232
Test Sieves, ASTM No. 7, Width of Aperture 2.80 mm JA90233
Test Sieves, ASTM No. 8, Width of Aperture 2.36 mm JA90234
Test Sieves, ASTM No. 10, Width of Aperture 1.70 mm 2.00 JA90235
mm

Test Sieves, ASTM No. 12, Width of Aperture 1.70 mm JA90236
Test Sieves, ASTM No. 14 , Width of Aperture 1.40 mm JA90237
Test Sieves, ASTM No. 16, Width of Aperture 1.18 mm JA90238
Test Sieves, ASTM No. 18, Width of Aperture 1.00 mm JA90239
Test Sieves, ASTM No. 20, Width of Aperture 850 microns JA90240
Test Sieves, ASTM No. 25,Width of Aperture 710 microns JA90241
Test Sieves, ASTM No. 30, Width of Aperture 600 microns JA90242
Test Sieves, ASTM No. 35,Width of Aperture 500 microns JA90243
Test Sieves, ASTM No. 40, Width of Aperture 425 microns JA90244
Test Sieves, ASTM No. 45,Width of Aperture 355 microns JA90245
Test Sieves, ASTM No. 50, Width of Aperture 300 microns JA90246
Test Sieves, ASTM No. 60, Width of Aperture 250 microns JA90247
Test Sieves, ASTM No. 70, Width of Aperture 212 microns JA90248
Test Sieves, ASTM No. 80, Width of Aperture 180 microns JA90249

Test Sieves, ASTM No. 100, Width of Aperture 150 microns JA90250
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Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.
Test Sieves, ASTM No.

Test Sieves, ASTM No.

120, Width of Aperture 125 microns
140, Width of Aperture 106 microns
170, Width of Aperture 90 microns
200, Width of Aperture 75 microns
230, Width of Aperture 63 microns
270, Width of Aperture 53 microns
300, Width of Aperture 45 microns
325, Width of Aperture 44 microns

380, Width of Aperture 40 microns

Lid and Pan Set for above Test Seives

Disclaimer

JA90251
JA90252
JA90253
JA90254
JA90255
JA90256
JA90257
JA90258
JA90259

JA90260

The Products details given on this page are indicative in nature and JAPSON reserves the right to change
them without prior notice. Buyer is also requested to re-check the specifications and other features of
product at the time of order as product development is a continuous process and minor modifications may
be made to design based on latest availability, process and design.
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